



















































































































































	Revox B791 / B795 Service Instructions
	Contents
	1 - General
	1.1 - Operator Controls
	1.2 - Dimensions
	1.3 - Technical Specs B791
	1.4 - Technical Specs B795
	1.5 - Phono Cartrigdges
	1.5.1 - Compatible Cartridges

	1.6 - Disassembly

	2 - Mechanical Adjustments / Checks
	2.1 - Tangential Tracking
	2.2 - Cartridge Lowering Depth
	2.3 - Stylus Force
	2.4 - Limit Switch Trip Points
	2.5 - Arm Position Switch
	2.6 - Drive String

	3 - Electrical Adjustments
	3.1 - Platter Motor
	3.1.1 - Functional Description B791
	3.1.2 - Functional Description B795
	3.1.3 - Adjustments
	3.1.4 - Test Points

	3.2 - Tone Arm Control
	3.2.1 - Principle of Operation
	3.2.2 - Function Check
	3.2.3 - Adjustment
	3.2.4 - Support PCB
	3.2.5 - IR LED Replacement


	4 - Diagrams
	B791 PCB Location
	B795 PCB Location
	Block Diagrams
	Supply / Arm Electronics
	B791 Motor Control
	B795 Motor Control

	Power Supply Unit
	B791/B795
	B795

	Motor Cotnrol Unit
	B791
	B791/B795
	B795

	Arm Electronics Unit
	B791/B795
	B795

	Tone Arm Unit

	5 - Spare Parts
	6 - Accessories
	B791 Fader Start




